
Espri t DC Smart Ser ies Insta l la t ion Guide

Thanks for choosing our Esprit DC Smart Series ceiling fan.
We strongly recommend that you read this manual carefully before installation.

Models Parameters (Fan and LED Light):
MDCE1353M
MDCE1353W

Part List:
Qty1xMotor assembly
Qty1xMounting bracke

EspritDC1320mm5ABSBlade WIFI&Remote Control Ceiling FanwithVariableDim24w CCTLEDLight MattBlack 

EspritDC1320mm5ABSBlade WIFI&Remote Control Ceiling FanwithVariableDim24w CCTLEDLight MattWhite

t
Qty 1x Instructionmanual
Qty 1xRemote&Receiver

Qty1xScrew kit
Qty 5xBlades

Qty 1x LED light kit pan
Qty 1x Acrylic lampshade

Application
Flat Surface / Ceiling SlopeCeiling up to 15° CorrugatedCeiling ApexCeiling

How to Assemble
Fg.1 Fg.2

Wire to main as illustrated.Secure the bracket to the ceiling using screws and provided.
Ensure screws are tightened on the bracket.
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WARNING Installation MUST carry out by a qualified and licensed electrician.

How to Install Blades
Fg.3

Install the blades to the bottom of the motor. Tighten and secure blade with screw and washer provided. Repeat this procedure until all blades are
installed.

NB: Ensure the blades do not get damaged or bent during the installation process while the fan maybe on the ground, this will affect the erformance
and balance of the fan and this is NOT covered under warranty

Fg.4 Fg.5

Place fan into hanger bracket and align ball joint
slot with hanger bracket as illustrated.

Wire up the receiver with quick connectors and insert
into the mounting bracket. Please make sure the
antenna wire has been safely folded inside the canopy
cover before final assembly (DO NOT cut the antenna
wire)
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Important Reminders
Receiver must be correctly installed in the mounting bracket
When the transmitter cannot control the receiver, please check

i) has sufficient battery in the transmitter
ii) any existence of similar remote controlled products nearby that cause interference

Replace battery if getting low as this will affect sensitivity of the transmitter
Take the battery out from the transmitter when leaving used for a long time to avoid battery leaks
Isolation switch MUST be connected in the line



WARNING Installation MUST carry out by a qualified and licensed electrician.

Howto Install
Fg.6

After wiring is completed, attach the canopy to the hanger bracket by pushing upwards and twisting anti-clockwise.
Tighten screws and ensure canopy is not touching the ball joint.

How to Install Light kit pan

Fg.7 Fg.8

Remove three screws from the bottom steel plate,
and put it aside for use later.

Align the key holes of the LED light plate with the
remaining on the bracket.Secure the installation by put
the screw from step 7 back onto the steel plate.

Fg.9 Fg.10

Connect LED lights with motor housing using by quick plugs . Put the lampshade to the light kit and tighten it.
The installation is finished.
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